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NCE PowerCab With Alpha
Box, Alpha Power & Alpha Central

DCCconcepts

ADS-4sx DCC/DC SOLENOID DECODER 
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SSCobalt
DCCconcepts

Intelligent DC + DCC surface mount turnout controller
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Cobalt Digital 
Point Motor
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Cobalt SS Surface 
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Accessory 
Decoder

DCD-ADS-4SX

Alpha Box
DCD-AUX

NCE PowerCab
NCE-Pcab

DCD-ACL curly 
cord or NCE Flat 
Cord - NOT THE 
NCE curly cord.

DCC Track/Power Bus
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Fully Protected 5 amp DCC Power Booster
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Fully Protected 18V 5A DCC Power Supply

If RE-SET light activates
turn main power switch
off to re-set protection 

RE-SET

M
AINS AC POW

ER ON / OFF
M

AINS AC POW
ER 100~240 VOLTS

Please use only the standards-approved m
ains lead provided w

ith your Alpha α
 Pow

er pow
er supply.

Alpha α
 Pow

er contents NO user serviceable parts. Return to point of purchase if service required.
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DCC COMPATIBLE COMMAND CONTROL

MOMENTUM

NCE CAB
DIRECTION

SPEED
INC FAST

DEC FAST

INC

DEC

HORN/
WHISTLE

SELECT
LOCO

OPTION

BELL

EMERGENCY
STOP

MACRO

HEADLIGHT

RECALL

SELECT
ACCY

41 32

7 85 6

ENTER9 0

SETUP CLEAR ADD DEL
CONSIST

EXPN 28/128 SHIFT
PROG/

ESC

F12F11F10

Power
FWD: 000
LOC:8450 12:54AM

L-----6

Alpha Power
DCD-PWR

Mains Power

Alpha Central
DCD-AEC

Set switch to
RJ12

Red/Black DC Power Lead in 
the Alpha Power Box

White link cable supplied in the Alpha Central box.


